CATERPILLAR

FEATURES

o EMISSIONS

EPA and CARE Emisaians Certified for non-road
mobile applications.

- CAT* DIESEL GENERATOR SETS

Factory designed, certified prototype tested with
torsional analysis, Production tested and delivered
to you in 2 package that is ready 1o be connected
to your fuel and power lines. Electric Power
Design Pro computer sizing available. Supported
100% by your Caterpillar dealer with warranty on
parts and labor. Extended warranty available in
some areas. The generator set was designed and
manufactured in an 1SO 9001 compliant facility.
Generator set and components meet or excead
the following specifications: A51359, AS2789,
ABGSM TM3, BS4958, DING271, DINE2E0,
EGSAT01P JEM1358, IEC 34/1, ISQ30461,
1508628, NEMA MG1-22.

- CATERPILLAR® SR4E GENERATOR

Sinale bearing, wye connected, static regulated,
brushless permanent magnet excited generator
designed to match the performance and output
characteristics of the Caterpillar diesel engine
that drives it.
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SOUND ATTENUATED
POWER MODULE

60 Hz

‘ RELIABLE, FUEL EFFICIENT DIESEL

The compact, four-stroke-oycle diesal engine
eambines durakility with minimum weight while
praviding dependability and economy. The fuel
system aperates on a variety of fuels,

CATERPILLAR® COOLING SYSTEM

Sized compatible to rating with energy efficlent
fan and core.

CATERPILLAR® SWITCHGEAR

Single unit or aptional paralieling components.
Circuit breakers, bus bars, and connection panel
ready to connect,

EXCLUSIVE CATERPILLAR® VOLTAGE
REGULATOR

Three-phase sensing and adjustable Volts-per-
Hertz regulation give precise control, excellent
hlock loading, and constant voltage in the
normal operating range.

SOUND ATTENUATED IS0 CONTAINER

For ease of transportation and protection.
Meets 74 dBA at 50 ft or below per SAE J1074
measuremeant procedure.
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