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Base Load (Continuous) Definitions 
Applicable for supplying power continuously to a constant load up to the full output rating for unlimited hours. No sustained overload 
capability is available for this rating. Consult authorized distributor for rating. (Equivalent to Continuous Power in accordance with ISO8528, 
ISO3046, AS2789, DIN6271, and BS5514). This rating is not applicable to all generator set models. 
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Model 
Dim “A” 
mm (in.) 

Dim “B” 
mm (in.) 

Dim “C” 
mm (in.) 

Set Weight* Wet 
kg (lbs) 

1250 GQNA 5971 (223.3) 1720 (67/7) 3136 (123.5) 17595 (38709) 
1750 GQPB 7302 (287.5) 1720 (67.7) 3136 (123.5) 22100 (48620) 
1540 GQNA 5603 (220.6) 1720 (67.7) 3136 (123.5) 17057 (38515) 
1750 GQNB 5921 (233.1) 1720 (67.7) 3136 (123.5) 19633 (43192) 
2000 GQNC 6065 (238.8) 2095 (82.5) 2772 (109.1) 20,400 (44,880) 
2000 GQPC 7127 (280.6) 2011 (79.2) 2772 (109.1) 23,000 (50,600) 

 
*Note: Weights represent a set with standard features.  See outline drawings for weights of other configurations. 
 
 
 
 
 
 

 

See your distributor for more information. 
 
 
 
 
 

Cummins Power Generation Americas 
1400 73rd Avenue N.E. 
Minneapolis, MN 55432 USA 
Telephone: +1 (763) 574-5000 
Fax: +1 (763) 574-5298 
Email: pgamail@cummins.com 
Web: www.cumminspowergeneration.com 

Cummins Power Generation Europe, 
Middle East, and Africa 

Manston Park, Columbus Avenue 
Manston, Ramsgate  
Kent CT12 5BF, UK 
Telephone: +44 (0) 1843 255000 
Fax: +44 (0) 1843 255902 
E-Mail: cpg.uk@cummins.com 
Web: www.cumminspower.com 

Cummins Power Generation Asia 
Pacific 

8 Tanjong Penjuru 
Singapore 6099019 
Telephone: +65 265-0155 
Fax: +65 264-0664 or 265-6909 
Email: mktg@sing.cummins.com 
 

 

Cummins and PowerCommand are registered trademarks of Cummins Inc. AmpSentry is a trademark of Cummins Inc. 
 
Important:   Back feed to a utility system can cause electrocution and/or property damage.  Do not connect to any building's electrical 
system except through an approved device or after building main switch is open. 

 


